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and verification of software and hard-
ware that controls or monitors equip-
ment safety functions. 

(b) The hardware and software safety 
program shall be based on a formal 
safety methodology that includes a 
Failure Modes, Effects, Criticality 
Analysis (FMECA); verification and 
validation testing for all hardware and 
software components and their inter-
faces; and comprehensive hardware and 
software integration testing to ensure 
that the hardware and software system 
functions as intended. 

(c) The hardware and software safety 
program shall include a description of 
how the following will be accom-
plished, achieved, carried out, or im-
plemented to ensure safety and reli-
ability: 

(1) The hardware and software design 
process; 

(2) The hardware and software design 
documentation; 

(3) The hardware and software hazard 
analysis; 

(4) Hardware and software safety re-
views; 

(5) Hardware and software hazard 
monitoring and tracking; 

(6) Hardware and software integra-
tion safety testing; and 

(7) Demonstration of overall hard-
ware and software system safety as 
part of the pre-revenue service testing 
of the equipment. 

(d)(1) Hardware and software that 
controls or monitors a train’s primary 
braking system shall either: 

(i) Fail safely by initiating a full 
service brake application in the event 
of a hardware or software failure that 
could impair the ability of the engineer 
to apply or release the brakes; or 

(ii) Access to direct manual control 
of the primary braking system (both 
service and emergency braking) shall 
be provided to the engineer. 

(2) Hardware and software that con-
trols or monitors the ability to shut 
down a train’s main power and fuel in-
take system shall either: 

(i) Fail safely by shutting down the 
main power and cutting off the intake 
of fuel in the event of a hardware or 
software failure that could impair the 
ability of the train crew to command 
that electronic function; or 

(ii) The ability to shut down the 
main power and fuel intake by non- 
electronic means shall be provided to 
the train crew. 

(e) The railroad shall comply with 
the elements of its hardware and soft-
ware safety program that affect the 
safety of the passenger equipment. 

[67 FR 19990, Apr. 23, 2002] 

§ 238.107 Inspection, testing, and main-
tenance plan. 

(a) General. Beginning on January 1, 
2002, the following provisions of this 
section apply to railroads operating 
Tier I passenger equipment covered by 
this part. A railroad may request ear-
lier application of these requirements 
upon written notification to FRA’s As-
sociate Administrator for Safety as 
provided in § 238.1(c). 

(b) Each railroad shall develop, and 
provide to FRA upon request, a de-
tailed inspection, testing, and mainte-
nance plan consistent with the require-
ments of this part. This plan shall in-
clude a detailed description of the fol-
lowing: 

(1) Inspection procedures, intervals, 
and criteria; 

(2) Test procedures and intervals; 
(3) Scheduled preventive mainte-

nance intervals; 
(4) Maintenance procedures; and 
(5) Special testing equipment or 

measuring devices required to perform 
inspections and tests. 

(c) The inspection, testing, and main-
tenance plan required by this section is 
not intended to address and should not 
include procedures to address employee 
working conditions that arise in the 
course of conducting the inspections, 
tests, and maintenance set forth in the 
plan. When requesting a copy of the 
railroad’s plan, FRA does not intend to 
review any portion of the plan that re-
lates to employee working conditions. 

(d) The inspection, testing, and main-
tenance plan required by this section 
shall be reviewed by the railroad annu-
ally. 

[64 FR 25660, May 12, 1999, as amended at 65 
FR 41307, July 3, 2000] 

§ 238.109 Training, qualification, and 
designation program. 

(a) Beginning on January 1, 2002, each 
railroad shall have adopted a training, 
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qualification, and designation program 
for employees and contractors that 
perform any of the inspections, tests, 
or maintenance required by this part, 
and shall have trained such employees 
and contractors in accordance with the 
program. A railroad may request ear-
lier application of these requirements 
upon written notification to FRA’s As-
sociate Administrator for Safety as 
provided in § 238.1(c). For purposes of 
this section, a ‘‘contractor’’ is defined 
as a person under contract with the 
railroad or an employee of a person 
under contract with the railroad to 
perform any of the tasks required by 
this part. 

(b) As part of this program, the rail-
road shall, at a minimum: 

(1) Identify the tasks related to the 
inspection, testing, and maintenance 
required by this part that must be per-
formed on each type of equipment that 
the railroad operates; 

(2) Develop written procedures for 
the performance of the tasks identified 
in paragraph (b)(1) of this section; 

(3) Identify the skills and knowledge 
necessary to perform each task identi-
fied in paragraph (b)(1) of this section; 

(4) Adopt a training curriculum that 
includes classroom and ‘‘hands-on’’ les-
sons designed to impart the skills and 
knowledge identified as necessary to 
perform each task identified in para-
graph (b)(1) of this section. The train-
ing curriculum shall specifically ad-
dress the Federal regulatory require-
ments contained in this part that are 
related to the performance of the tasks 
identified; 

(5) Require all employees and con-
tractors to successfully complete the 
training course that covers the equip-
ment and tasks for which they are re-
sponsible that are required by this part 
as well as the specific Federal regu-
latory requirements contained in this 
part related to equipment and tasks for 
which they are responsible; 

(6) Require all employees and con-
tractors to pass either a written or an 
oral examination covering the equip-
ment and tasks for which they are re-
sponsible that are required by this part 
as well as the specific Federal regu-
latory requirements contained in this 
part related to equipment and tasks for 
which they are responsible; 

(7) Require all employees and con-
tractors to individually demonstrate 
‘‘hands-on’’ capability to successfully 
perform the tasks required by this part 
that must be performed as part of their 
duties on the type equipment to which 
they are assigned; 

(8) Require supervisors to complete 
the program that covers the employees 
whom they supervise, including re-
fresher training; 

(9) Require supervisors to exercise 
oversight to ensure that all the identi-
fied tasks are performed in accordance 
with the railroad’s written procedures; 

(10) Designate in writing that each 
employee and contractor has the 
knowledge and skills necessary to per-
form the safety-related tasks that are 
part of his or her job; 

(11) Require periodic refresher train-
ing, at an interval not to exceed three 
years, that includes classroom and 
‘‘hands-on’’ training, as well as testing; 
except, employees and contractors that 
have completed their initial training 
under this part prior to January 1, 2002, 
shall not be required to complete their 
first periodic refresher training until 
four years after the completion of their 
initial training, and every three years 
thereafter; 

(12) Add new equipment to the quali-
fication and designation program prior 
to its introduction to revenue service; 
and 

(13) Maintain records adequate to 
demonstrate that each employee and 
contractor performing safety-related 
tasks on passenger equipment is cur-
rently qualified to do so. These records 
shall be adequate to distinguish the 
qualifications of the employee or con-
tractor as a qualified person or as a 
qualified maintenance person. 

[64 FR 25660, May 12, 1999, as amended at 65 
FR 41307, July 3, 2000; 67 FR 19990, Apr. 23, 
2002] 

§ 238.111 Pre-revenue service accept-
ance testing plan. 

(a) Passenger equipment that has pre-
viously been used in revenue service in the 
United States. For passenger equipment 
that has previously been used in rev-
enue service in the United States, each 
railroad shall test the equipment on its 
system prior to placing such equipment 
in revenue service for the first time on 
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